= SPECIFICATIONS

+ Voltage Rating : 250 V AC/DC

* Current Rating : 4A AC/DC
Withstanding Voltage : 1,500V AC/minute
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I_l | I_l — + |nsulation Resistance : 500M ) min
: + Temperature Range : - 40C to +85C
|:| 1 « Contact Resistance : 10m Q) max

OO0 O m = HOUSING
i = 2 + Part No. : JS-1138-06
i * Poles . 6
I + Material : Nylon 66 UL94V-2

19.8+0.3 « Q'ty: 1,000 pcs./Bag
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Y APPROVED BY SCALE UNIT TOLERANCE | LTR | REVISION RECORD | DATE | LTR |REVISION RECORD| DATE
== PRI LA e I e L oz mm .0 £0.3 | ECR | RoHS Compliant [07/01/)
CHYAD SHIUNN S BT = T .00 +0.2 | ECR | 200708-008 08,/08/1
4 ELECTRONIC INDUSTRIAL LTD. : 17000 | #0.1
PRTNO [ JS-1138-06 = ©&t| o2 [w T= cusTouER
DRAWN BY DATE SIZE LE
. & x [0 + .
3.96mm Crimp Style Connectors Housing | s+ 2008/08/15| A4 o3 Conforms to The RoHS Instruction




