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l ¢ " ""J] 5 = SPECIFICATIONS
B IR B S ﬂ S * \oltage Ratjng : 250V AC/DC
O ] H » Current Rating : 5A AC/DC
C C I o « Withstanding Voltage : 1,500V AC/minute
r ., , T ! T SR M » Insulation Resistance : 1,000M {2 min
T I  Temperature Range : - 25C to + 85C
To) _— f ' » Contact Resistance : 20m {2 max
P 1 { = TERMINAL
e Part No. : JS-1102-XT (L)
| 1.4x0.2 JS-1102-T(L) : GP Produces
JS-1102-0 T(L): Non GP Produces
— » Applicable Wires : AWG# 18 - 22
o e Material : Brass
M 7 2.1+0.1  Finish : Tin Plated
o - % I » Thickness : 0.25mm
Ry - 3.3+0.3 S ] » Q' ty: 6,000 pcs./Reel
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SaanLs SCALE L TOLERANCE | | TR REVISION RECORD DATE
A BRI 4:1 mm 9 =
PENZEL COMERCIO EXTERIOR LTDA. 50 309
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wEBE & = Q ALL | =
PART NO JS—1102-T(L) DRAWN BY DATE SIZE = ANGLE
' w :l:
2.00mm Crimp Style Connectors Terminal | [Z44 2004/12/31] A4 o T3




