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m SPECIFICATIONS
. < \ * Voltage Rating : 250 V AC/DC
, |  Current Rating : 5A AC/DC
(l— —5) —5>  Withstanding Voltage : 1,500V AC/minute
—— — — » Insulation Resistance : 1,000M {2 min
! |  Temperature Range : - 25°C to + 85
- < ~ » Contact Resistance : 20m {2 max
- x HOUSING
o Part No. : JS-1102-XXX
JS-1102-XX : GP Produces
JS-1102-0XX : Non GP Produces
e Poles:1-6
i o Material : Nylon 66 UL84V-0
o Qty: 1,000 pcs./Bag
L)
o
Dimensions (mm
Poles Part No. A AQ 3 Bb
! 1 B-1100-00 [|———|—==| BFH |=———
2 dS5=1102=102 Ty | sssssax | 2,908 | aws——
o 3 JS—1102—-03 ———— (1250 | ————| 17.55
o 4 JS—1102—-04 ———— [ 1750 | ————] 22.55
B JS—1102—-05 ———— (2250 | ————] 27.55
l L ' 6 JS—1102—-06 ————[2750 | ————] 32.55
_ B0.3 IPEE- T
B Bb+0.3 _
S el SCALE T bl LTR REVISION RECORD DATE
BRI B mm |2 +0.3
PENZEL COMERCIO EXTERIOR LTDA. 00 0.2
CHECKED BY PROJ VER NO. 000 0.1
wEBE & = Q ALL | =
PART NO JS—1102—XX T —— e . ANGLE
. . +
0.00mm Crimp Style Connectors Housing | [ 44 2004/12/31 A4 ot




