m SPECIFICATIONS

* Voltage Rating : 100V AC/DC
« Current Rating : 2A AC/DC
¢ Withstanding Voltage : 800V AC/minute
s |nsulation Resistance : 1,000M 2 min
 Temperature Range : - 25°C to + 85°C
S S~ - « Contact Resistance : 20m () max
o
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Il N . | e Part No. : JS-1125-XXX
——— — JS-1125-XX : GP Produces
G- Pin JS-1125-0XX : Non GP Produces
= = P.C.B. Hole Dimensions * Poles:2-16
o Material ;: Contact : Brass, Tin Plated
« Base : Nylon 66 UL94V-0
e Q'ty : 1,000 pcs/Bag
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- o 7 JE—=TT55—02 2.00| 6.00| 5.00
o Tl O g % 3 | JS—1125-03 4.00]| 8.00] 7.00
= %\[ 4 JE—TT26—04 5.00 | 10.00 | 9.00
—— —————— - ' ' 5 J5—TT75—05 8.00 | 12.00 | 11.00
5 JS—1125—06 10.00 | 14.00 | 13.00
- 7 JS—1125—07 12.00 | 16.00 | 15.00
= 3 J5—1125-08 14.00 | 18.00 | 17.00
9 JE—T 125—009 16.00 | 20.00 | 19.00
i T F}E A i T 10 JS—=TT265—T0 18.00 | 22.00 | 21.00
200 | |, .| 2.0+0.1 . 0.0x0.05 17 JS—1125—11 20.00 | 24.00 | 23.00
A4Q D i JB—T 12512 22.00 | 26.00 | 25.00
- ) 13 JB—=TT35—73 24.00 | 28.00 [ 27.00
T4 JS—T125—14 26.00 | 30.00 [ 29.00
15 J5—=1195—15 28.00 | 32.00 | 31.00
16 JE—1125—16 30.00 | 34.00 | 33.00
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