m SPECIFICATIONS

Voltage Rating : 50 V AC/DC
Current Rating : 1A AC/DC

S L o Withstanding Voltage : 500V AC/minute
H| © « Insulation Resistance : 100M{} min
% 3 S N 1.220.1 - 0.7£0.1 s Temperature Range : - 25C to + 85C
N| e Contact Resistance : 20m {2 max
Cx(0.3 I
I = ! — m WAFER (SMT Type)
PIN_1 ﬁ e Part No. : JS-1254-XXX (Straight)
| gponpnonn vV ! o~ JS-1254-XX : GP Produces
] M I R
= I @ z &
N jppooond i 1.0+0.05 0.6+0.05 o Material : Contact : Phos. Bronze, Tin Plased
o5 - 2 B e S Base : Polyamide 9T
Bg:1 © e Q'ty: 1,000 pcs./Tube
= o Recommand PCB Layout « Q'ty: 1,000 pcs./Reel /With Cap
Dimensions (mm)
Poles Part No. A 3 C
2 JS—1254—-02 1.00 2.40 4. 00
3 JS—1254—-0.3 2.00 3.40 5.00
4 JS5—1254—-04 5.00 4. 40 6.00
o) Jo—1254—-05 4.00 5.40 7.00
‘ 6 | JS—1254-06 | 5.00 | 6.40 | 8.00
3 7 JS—1254-07 6.00 | 7.40 | 9.00
< 3 Jo—1254—-08 7.00 3.40 | 10.00
1[ SR ﬂ ' 9 JS—1254—09 800 | 9.40 | 11.00
S ) 10 JS—1254—-10 9.00 [ 10.40 | 12.00
1.0+0.1 | 0.24+0.05 1.5 ‘ | ‘ 0.7 11 JS—1254—-11 10.00 [ 11.40 | 13.00
ca - 12 JS—1254—-12 11.00 | 12.40 | 14.00
A+0.2 13 JS—1254—13 12.00 | 13.40 | 15.00
e : 14 JS—1254—-14 13.00 | 14.40 | 16.00
15 JS—1254—-15 14.00 | 15.40 | 1/7.00
16 JS—1254—-16 15.00 | 16.40 | 18.00
17 JS—1254—17 16.00 | 1/7.40 | 19.00
18 JS—1254—18 17.00 | 18.40 | 20.00
19 JS—1254-19 18.00 | 19.40 | 21.00
20 JS—1254—-20 19.00 | 20.40 | 22.00
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