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m SPECIFICATIONS
Voltage Rating : 300 - 600V AC/DC
Current Rating : 9 - 15A AC/DC

Insulation Resistance : 1,000M {2 min
Temperature Range : - 20C to + 85T
Contact Resistance : 20m{) max

= HOUSING

e Part No. : JS-2000H-XX

¢ Poles: 1,2

* Material : Nylon 66 UL94V-2
o QY'ty: 1,000 pcs./Bag

Withstanding Voltage : 1,500V AC/minute
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Voltage Rating : 300 - 600V AC/DC

Current Rating : 9 - 15A AC/DC JS—2000H—-15E

« Withstanding Voltage : 1,500V AC/minute TOLERANCE
* Insulation Resistance : 1,000MQ min 82.00mm Power connectors Housin .
« Temperature Range - - 207 to + 85T 9| PENZEL COMERCIO EXTERIOR LTDA. 4 50
» Contact Resistance : 20m max FCR 500311-010 2003/11/14 000 £0.1
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m SPECIFICATIONS

m TERMINAL

Voltage Rating : 300 - 600V AC/DC
Current Rating : 9 -15A AC/DC
Withstanding Voltage : 1,500V AC/minute
Insulation Resistance : 1,000M {2 min.
Temperature Range : - 25T to + 85T
Contact Resistance : 20m {3 max.

+ Part No. : J5-2000H-TH ,JS§-2000H-TL
» Applicable wires : JS-2000H-TH AWG# 14 - 18
JS-2000H-TL AWGH# 18 - 22

Material : Brass
Finish : Tin plated
Thickness : 0.25mm
Q' ty : JS-2000H-TH : 3,500 pcs./Reel

JS-2000H-TL : 5,000 pcs./Reel
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