m SPECIFICATIONS

— 2.6 - \@ —e 0.2 "Current Rating : 3A AC/DC
Q "Withstanding Voltage : 1000V AC/minute
| | I ‘Insulation Resistance : 1000MQ min
/ "Temperature Range : - 25T to + 85T
— —\ - - J -— g- o "Contact Resistance : 20mQ max
o
! ! ! 1 m TERMINAL
< < ‘ ' — " Part No. : JS-2003-TX
o | | © ‘ Code No : @
o ~ | ( Maufacture:Blank : Plating Befor Stamped
- o) | ' S P : Stamping Befor Plated
il N < "Applicable Wires : AWG # 22 - 30
© | "Material : Phos. Bronze,Tin Plated
“Thickness : 0.2mm
| | h 'Q'ty : 15,000 pes./Reel
O & M
’ \ Y/ \y “/ ’ ’ — )
| |
1.200] |__
1.700 _
/A
1
6 0.25£0.08 L
N)_\J% j
-
+
5.8 SEC \ 1.3840.05 /2
C—-C SEC
= E T TN A T APPROVED BY| SCALE UNIT gOLER,::I:)CgO LZTg — l;OEl\g[:lSIOC()]? RECORD I:*Ar; 20?0?{;}/:” LZT§ REVISION RECORD NAME | DATE
ol . . - i
c‘ CHYAO SHIUNN i % MM 756 [ 0.20 /> |ECR 201006-006 wxa |2010/06/25] /oy
CHECKED BY
4 ELECTRONIC INDUSTRIAL LTD. PROJ VER MO. 17000 | #0.10 | A |#wkéraR S [0T/10/1T] Ay
AEE | = a4 ANGLE | /) |#Ehid R 3 x_|1014/10/28
PART NO|JS—2003—TX o[ 4r° CUSTOMER
DRAWN BY |  DATE size_ | 11 %
. . ~ .0° + .
2.00mm Crimp Style Connectors Terminal] £ |014/10/8| A4 T i7 T4 Conforms to The RoHS Instruction




